
 
G O G R E E N SO L U T I ONS 

PA R T  NUM B E R :  T  – 8 D48 / 12/15/18 WA T T  
L uminair e R ewir ing I nstr uction for  4 foot L E D T ube 

Product rated for 90 – 265 V A C 
 
 
T HIS PR ODU CT  MUST  B E  INST A L L E D IN A CCOR DA NCE  WIT H T HE  A PPL I CA B L E  INST A L L A T ION CODE  B Y  A  
PE R SON FA MI L IA R  WI T H T HE  CONST R U CT ION A ND OPE R A T ION OF T HE  PR ODU CT  A ND T HE  HA ZA R DS 
INV OL V E D. 
 
CA UT ION – R ISK  OF FI R E .  CONSUL T  A  QUA L IFIE D E L E CT R I CIA N T O E NSU R E  COR R E CT  B R A NCH CI R CU IT  
CONDU CT OR . 
 
WA R NING  – R isk of fire or electric shock.  Install this kit only in luminaires that have the construction features and 
dimensions shown in the photographs or drawings. 
 
WA R NING  – T o prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects. 
 
NOT E : Do not make or alter any open holes in an enclosure of wiring or electrical components during kit installation. 
 
NOT E : T he black end of the L E D tube is the live end. 
 

 
 

Figure 1: Fluorescent tube removal.

 
 

1) Remove all �uorescent tubes from the �xture, as shown in Figure 1.

 
 

 
 

Figure 2:  Ballast and lamp holder.

 
 

2) Disconnect the ballast from the AC power lines.  T hen, disconnect the lamp holder’ s wires from the ballast.  Remove the ballast from the �xture.

 
 

 
 

Figure 3: Il lustration of Steps 3 and 4

 
 

NOTE: For use only with in a maximum 4 lamps UL Listed fluorescent surface mounted or recessed non-IC 4ft
luminaires, with or without diffuser



3) Choose the side of the fixture that will receive power.  Let this side be referred to as the “live end” and the non-powered side the 
“dead end.”   Cut the dead end’s lamp holder wires to about six inches, and wrap each exposed end with electrical tape as in Figure 
3 above. 
 
4) Connect the negative power line to ONE of the live end lamp holder wires, and connect the positive power line to the OTHER 
live end lamp holder wire, as in Figure 3. 
 
5) Repeat step (4) for fixtures that accept two or more bulbs. 
 
6)  Affix the provided “LIVE END” sticker to the lighting fixture no more than 12 inches away from the live end.  This will indicate 
to future users that this is the live end of the fixture, and that the fixture has been modified and no longer operates fluorescent lamps. 
 
7) Install Go Green LED tubes in the fixture, with the tube’s BLACK end cap (or LIVE END) oriented with the live end of the 
fixture. 
 
 
 
 
 
If you have questions or would like to order replacement tubes, contact us via the internet, phone or mail. 
 
www.GoGreen-Solutions.com 
 
(626) 578-0678 
 
Go Green Solutions 
527 S Lake Avenue, Suite 102 
Pasadena, CA 91101 


